
 
 
 
 
 
 

 

 
 
 
 
 
 

 
 

 

 
MODEL:  SMC595 

 
 

TWIN CD PLAYER/RECORDER MUSIC SYSTEM 
WITH 3-SPEED TURNTABLE, RADIO, 

CASSETTE & AUX-IN PLAYBACK 
 

INSTRUCTION MANUAL 
 

PLEASE READ BEFORE USE (V.4) 
 

 
 
 
 
 
 



LOCATION OF CONTROLS 

 
1) DUST COVER 
2) LCD DISPLAY 
3) ERASE BUTTON 
4) AUTO/MANUAL ñ  ñ SELECTOR 
5) CD I  ï REPEAT PLAY BUTTON 

6) FINALIZE BUTTON 
7) POWER LED INDICATOR 
8) FM STEREO/MONO SELECTOR 
9) POWER ON/OFF SWITCH 
10) 3.5MM AUX-IN JACK 
11) 3.5MM HEADPHONE JACK 
12) CD I  ï CD DOOR 
13) CD I  ï CD DOOR OPEN BUTTON p 

14) FRONT PANEL 

15) CD I  ï CD PLAY/PAUSE  BUTTON 

16) CD I  ï CD STOP  BUTTON 

17) CD I  ï CD SKIP UP / DOWN  BUTTON 
18) CD I  ï PROGRAM BUTTON 

19) TRACK SEPARATION ñ  ñ BUTTON  

20) RECORD  BUTTON 
21) FM STEREO LED INDICATOR 
22) X-BASS ON/OFF BUTTON 
23) TUNING KNOB 
24) REMOTE SENSOR 
25) VOLUME KNOB 
26) LED DIAL POINTER 
27) CD II  ï CD DOOR 
28) CD II  ï CD DOOR OPEN BUTTON 

29) CD II  ï CD PLAY/PAUSE  BUTTON 

30) CD II  ï CD STOP  BUTTON  

31) CD II  ï CD SKIP UP / DOWN  BUTTON  

32) FUNCTIONS SELECTOR BUTTONS 
33) TAPE FORWARD / EJECT BUTTON 
34) CASSETTE DOOR COVER 
35) 45RPM SPINDLE ADAPTOR 
36) 33/45/78 RPM SPEED SELECTOR 
37) TONE ARM REST 
38) LINE OUT SOCKETS (L+R) 
39) SPEAKER TERMINAL (L+R) 
40) FM WIRE ANTENNA 
41) AUTO STOP SWITCH 
42) AC CORD 

 
CAUTION: 
USAGE OF CONTROLS OR ADJUSTMENTS OR PERFORMANCE OF PROCEDURES OTHER THAN THOSE SPECIFIED 
HEREIN MAY RESULT IN HAZARDOUS RADIATION EXPOSURE. 
THIS UNIT SHOULD NOT BE ADJUSTED OR REPAIRED BY ANYONE EXCEPT QUALIFIED SERVICE PERSONNEL. 
 

PRECAUTIONS FOR USE 
INSTALLATION 
¶ UNPACK ALL PARTS AND REMOVE ANY PROTECTIVE PACKING MATERIALS.  PLEASE KEEP ALL PACKAGING 

UNTIL YOU HAVE FULLY CHECKED ALL PARTS OF THE UNIT ARE WORKING CORRECTLY AND FOR FUTURE USE 
IN CASE THE UNIT NEEDS SERVICING.  

¶ ENSURE THE REMOTE CONTROL AND CONNECTING LEAD HAVE BEEN LOCATED BEFORE STORING THE 
PACKAGING. 

¶ THIS UNIT IS OPERATED BY 230V/50Hz AC MAINS ONLY.  DO NOT CONNECT THE UNIT TO THE MAINS BEFORE 
CHECKING THE MAINS VOLTAGE AND BEFORE ALL OTHER CONNECTIONS HAVE BEEN MADE. 

¶ WHEN POSITIONING THE UNIT, NEVER COVER ANY VENTS AND MAKE SURE THAT THERE IS A SPACE OF 
SEVERAL CENTIMETERS AROUND THE UNIT FOR VENTILATION. 
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CONNECTION 

1. CONNECT THE POWER CORD (42) TO AN AC OUTLET AND CONNECT 
THE SPEAKER WIRES TO THE SPEAKER TERMINAL S (L+R) (39) 
LOCATED ON THE REAR OF THE UNIT. 

2. SWITCH THE POWER ON (9), PRESS THE ñ AM FM ñ FUNCTION 
BUTTON (32).  IF THE YELLOW STATION MARKER LED AND THE RED 
POWER LED INDICATOR (7) LIGHT UP AND SOUND IS COMING FROM 
THE SPEAKERS, THIS INDICATES THE UNIT IS CORRECTLY 
CONNECTED TO THE POWER.  YOUR SYSTEM IS NOW READY TO 
PLAY YOUR MUSIC. 

 

LISTENING TO RADIO 

MANUAL TUNING 
1. SELECT THE DESIRED BAND BY PRESSING THE ñ AM FM ñ FUNCTION BUTTON (32) UNTIL THE LCD DISPLAY (2) 

SHOWS YOUR DESIRED RADIO BAND (AM OR FM). 
2. TUNE TO THE REQUIRED STATION BY TURNING THE TUNING KNOB (23) ï THE YELLOW STATION MARKER LED 

LIGHT WILL BE ON. 
3. ADJUST THE VOLUME KNOB (25) TO THE DESIRED VOLUME LEVEL. 

 
FM & FM-STEREO RECEPTION 

 ̧ SET THE FM MODE SELECTOR (8) AT ñ MONO ò POSITION.  PROGRAMMES ARE RECEIVED IN MONO MODE.  
WHEN A STEREO SIGNAL IS PARTICULARLY WEAK, IT IS PREFERABLE TO RECEIVE THE PROGRAMME IN MONO. 

 ̧ SWITCH THE FM MODE SELECTOR (8) TO ñ STEREO ò POSITION FOR RECEIVING STEREO PROGRAMMES. THE 
FM-STEREO LED INDICATOR (21) WILL LIGHT UP TO SHOW AN FM STEREO PROGRAMME IS BEING RECEIVED. 

 

HINTS FOR BEST RECEPTION:- 
- AM (= MW):  THE RECEIVER HAS A BUILT-IN AM BAR ANTENNA.  IF ñAMò RECEPTION IS WEAK, SLIGHTLY 

ROTATING OR REPOSITIONING OF THE UNIT WILL USUALLY IMPROVE ñAMò (MEDIUM WAVE) RECEPTION. 
- FM:  THE RECEIVER HAS A BUILT-IN FM WIRE ANTENNA (40) HANGING AT THE REAR OF THE CABINET.  THIS 

WIRE SHOULD BE TOTALLY UNRAVELLED AND EXTENDED FOR BEST RECEPTION. 
 

TURNTABLE OPERATION (PHONO) 

 ̧ GETTING STARTED 

 

- REMOVE ANY STICKY TAPE AND OTHER PACKING MATERIALS. 
- CAREFULLY TURN THE CLEAR PLASTIC PROTECTIVE NEEDLE COVER UP TO 

EXPOSE THE STYLUS ¡. 
TURN DOWN THE STYLUS PROTECTOR AGAIN AFTER EACH USE ¢ . 

- REMOVE THE BLACK TIE-WRAP AND GENTLY PUSH THE HOLD-DOWN CLIP, WHICH 
SECURES THE TONE ARM TO THE ARM REST (37), UP AND TO THE RIGHT. 

- ENSURE THAT THE TONE ARM HAS BEEN DETACHED FROM THE TONE ARM REST BEFORE OPERATING AND 
RE-SECURED AGAIN AFTERWARDS. 

- THE UNIT IS NOW READY TO PLAY A RECORD. 
 
1. PRESS THE ñ PHONO ò FUNCTION BUTTON (32) TO ACTIVATE THE TURNTABLE FUNCTION. 
2. SET THE 33/45/78RPM SPEED SELECTOR (36) TO THE CORRECT POSITION, 

DEPENDING ON THE TYPE AND SIZE OF RECORD TO BE PLAYED. 
3. PLACE THE RECORD ON THE TURNTABLE PLATTER - USE THE 45RPM SPINDLE 

ADAPTOR (35) IF REQUIRED*. 
4. LIFT THE TONE ARM FROM THE ARM REST AND SLOWLY MOVE IT TOWARDS THE 

RECORD EDGE.  THE PLATTER WILL START ROTATING**. 
5. PLACE THE TONE ARM ON THE DESIRED POSITION OF THE RECORD. 
6. ADJUST THE VOLUME TO THE DESIRED LEVEL. 
7. AT THE END OF RECORD, THE PLATTER WILL AUTOMATICALLY STOP ROTATING. 
8. CAREFULLY LIFT THE TONE ARM FROM THE RECORD AND RETURN IT TO THE ARM REST, SECURING IT AGAIN 

WITH THE CLIP WHEN FINISHED. 
9. TO MANUALLY STOP THE RECORD, LIFT THE TONE ARM CAREFULLY AND RETURN IT TO THE ARM REST. 

 
* NOTE:  TO PLAY A 45RPM RECORD WHERE THE CENTRE CLIP IS MISSING, FIRST PLACE THE SUPPLIED 45RPM 

ADAPTOR (35) ONTO THE TURNTABLE SPINDLE.  THIS WILL NOT BE NECESSARY IF THE CENTRE CLIP OF THE 
RECORD IS STILL IN PLACE. 
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AUTO-STOP FUNCTION 
SOME LONGER VINYL RECORDS WILL STOP PLAYING BEFORE THE LAST TRACK HAS FINISHED, AS THE AUTO-STOP 
AREA IS SET OUTSIDE THE AREA PRE-SET FOR THE UNIT.  IF THAT IS THE CASE, MOVE THE AUTO-STOP ON/OFF 
SWITCH (41) ON THE REAR OF THE UNIT TO THE ñOFFñ POSITION, THE TONE ARM WILL THEN CARRY ON PLAYING TO 
THE END OF THE RECORD.  HOWEVER, THE TURNTABLE WILL CONTINUE ROTATING AND WILL NOT STOP 
AUTOMATICALLY.  TO STOP THE TURNTABLE ROTATING, TURN THE UNIT OFF (9) OR SWITCH THE AUTO-STOP 
SWITCH BACK TO THE ñONñ POSITION, THEN RETURN THE TONE ARM TO ITS REST. 
 
**NOTE:  WITH THE AUTO-STOP SWITCH (41) SET AT THE ñOFFò POSITION, THE TURNTABLE WILL START ROTATING 

AS SOON AS PHONO FUNCTION IS SELECTED. 
 

STYLUS REPLACEMENT 
WHEN THE STYLUS EVENTUALLY NEEDS REPLACING, A UNIVERSAL SAPPHIRE NEEDLE OR STYLUS (FOR 
45/33/78RPM RECORDS) IS AVAILABLE FOR PURCHASE DIRECT FROM THE MANUFACTURER.  PLEASE CONTACT 
YOUR SUPPLIER OR STEEPLETONE PRODUCTS DIRECT FOR INFORMATION ON HOW TO PURCHASE ONE. 
 
TO REMOVE THE STYLUS FROM THE TONE ARM, HOLD THE TONE ARM HEAD STEADY WHILE GRABBING THE 
PLASTIC STYLUS HOLDER WITH TWO FINGERS - THEN GENTLY PULL THE COMPLETE STYLUS HOLDER TOWARDS 
YOU AND OFF THE BLACK TONE ARM CARTRIDGE, AS SHOWN IN THE LINE DRAWING. 
 
 
 
 
 
 
 
 
TO REPLACE THE STYLUS, HOLD THE SIDES OF THE RED PLASTIC STYLUS HOLDER, ENSURING THE NEEDLE IS 
FACING DOWNWARDS.  GENTLY PUSH THE BACK OF THE STYLUS HOLDER AGAINST THE CARTRIDGE AT THE END 
OF THE TONE ARM AND CLIP IT UPWARDS INTO PLACE, UNTIL YOU ARE SURE IT IS SECURELY FITTED.  COVER IT 
WITH THE PROTECTIVE NEEDLE COVER, IF SO REQUIRED. 
 
NOTE:  ALWAYS HANDLE THE STYLUS WITH CARE AS THE SAPPHIRE NEEDLE TIP IS EASILY DAMAGED.  WHEN 

TRANSPORTING THE TURNTABLE IT IS ADVISABLE TO TURN DOWN THE PROTECTIVE NEEDLE COVER UNTIL 
THE UNIT IS GOING TO BE USED AGAIN.  WHEN REMOVING OR RE-FITTING THE STYLUS, ALWAYS BE CAREFUL 
NOT TO PUT TOO MUCH PRESSURE ON THE STYLUS HOLDER AND THE TONE ARM CARTRIDGE, TO AVOID 
CAUSING ANY POSSIBLE DAMAGE TO THEM. 
 

LISTENING TO TAPE 

GENERAL OPERATION 
CASSETTE PLAYBACK : INSERT A PRE-RECORDED CASSETTE TAPE - THE SYSTEM WILL START PLAYBACK 

AUTOMATICALLY AFTER INSERTING A CASSETTE TAPE. 
 
STOP AND EJECTION : PRESS THE ñ TAPE FORWARD / EJECT ñ BUTTON (33) COMPLETELY IN AND THE 

CASSETTE TAPE WILL BE EJECTED THROUGH THE CASSETTE DOOR COVER (34).  
  THE ñ TAPE FORWARD / EJECT ñ BUTTON WILL STAY IN THE LOWEST HEIGHT POSITION. 
 
FAST FORWARD : PRESS THE ñ TAPE FORWARD / EJECT ñ BUTTON (33) HALFWAY IN DURING PLAYBACK 

MODE, THE TAPE WILL WIND IN A FORWARD DIRECTION. 
THE ñ TAPE FORWARD / EJECT ñ BUTTON WILL STAY AT A MID-HEIGHT POSITION. 

 
SLIGHTLY PRESS THE ñ TAPE FORWARD / EJECT ñ BUTTON (33) AGAIN TO RESUME 
NORMAL PLAYBACK.  THE ñ TAPE FORWARD / EJECT ñ BUTTON WILL RESUME TO THE 
HIGHEST POSITION. 
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NOTES: 

- MAKE SURE THE DIRECTION IS CORRECT WHEN INSERTING THE TAPE INTO THE 
SYSTEM (REFER TO LINE DRAWING). 

- SOME NOISE CAN BE HEARD DURING SEARCHING AND NORMAL PLAYBACK IS NOT 
POSSIBLE DURING FAST FORWARDING. 

- IT IS RECOMMENDED THE CASSETTE TAPE IS REMOVED FROM THE PLAYER AFTER 
LISTENING AND THAT THE CASSETTE TAPE IS NOT LEFT INSIDE THE SYSTEM WHEN IT 
IS NOT BEING PLAYED. 

 
CASSETTE CARE 
TWO COMMON CAUSES OF TROUBLE EXPERIENCED WHEN USING CASSETTES ARE: 
1. TAPE JAMMING - LEADING TO UNEVEN SPEED DURING PLAYBACK. 
2. TAPE ENTANGLING - WHEN THE TAPE WRAPS ITSELF AROUND VITAL PARTS OF THE 

MECHANISM. 
 
TO AVOID THESE PROBLEMS OCCURRING, TAKE THE FOLLOWING PRECAUTIONS: 

¶ CHECK THAT THERE ARE NO LOOSE LAYERS OF TAPE VISIBLE THROUGH THE 
CASSETTE CENTRE WINDOW (SEE FIG. 1). 

¶ TAKE UP ANY LOOSE LAYERS, USING A PENCIL OR HEXAGONALLY BARRELLED 
BALLPOINT PEN, BEFORE INSERTING THE CASSETTE (SEE FIG. 2). 
 

NOTES:  IF THE CASSETTE FEELS TIGHT WHILST PERFORMING THIS OPERATION (SEE 

FIG. 2), THE TAPE MAY BE JAMMING DUE TO RIDGES FORMED DURING WINDING OF THE 
TAPE (VISIBLE THROUGH THE CENTRE WINDOW).  IN MOST CASES, THESE MAY BE 
REMOVED BY FAST REWINDING OF THE CASSETTE FROM ONE END TO THE OTHER AND 
BACK AGAIN.  WE RECOMMEND YOU USE ONLY WELL-KNOWN BRANDS OF TAPE.  DO 
NOT EXPOSE CASSETTES TO DIRECT SUNLIGHT, DUST OR OIL, AND DO NOT TOUCH THE 
TAPE SURFACES. 
 

PLAYING A COMPACT DISC IN CD I  

THE SYSTEM IS EQUIPPED WITH 2 CD PLAYERS, THE SECTION BELOW DESCRIBES THE FUNCTION FOR CD I : 
 

 ̧ GETTING STARTED 
1. PRESS THE ñCD I  /AUX ñ FUNCTION BUTTON (32). 

2. PRESS THE ñOPEN/CLOSEò BUTTON p (13) TO OPEN THE CD DOOR (12). 
3. PLACE A CD WITH THE PRINTED SIDE FACING UP INSIDE THE TRAY & THEN CLOSE THE CD DOOR p (13). 
4. THE UNIT WILL READ THE CD, AND THE LCD DISPLAY (2) WILL SHOW THE TOTAL NUMBER OF CD TRACKS. 
 

 ̧ PLAY / PAUSE MODE  
1. IF THE PLAY/PAUSE  BUTTON (15) IS PRESSED, WHILE THE CD IS NOT PLAYING, THE FIRST TRACK WILL 

START PLAYING. 

2. IF THE PLAY/PAUSE  BUTTON (15) IS PRESSED DURING PLAYBACK, THE MUSIC WILL PAUSE AND THE PLAY 

INDICATOR ñ  ñ WILL START FLASHING ON THE LCD DISPLAY (2).  PRESS AGAIN TO RESUME NORMAL 
PLAYBACK. 

 

 ̧ STOP MODE  
1. IF THE STOP  BUTTON (16) IS PRESSED WHILE THE MUSIC IS PLAYING OR WHEN THE MUSIC HAS BEEN 

PAUSED, THE CD WILL STOP PLAYING AND THE TOTAL NUMBER OF TRACKS WILL SHOW ON THE LCD DISPLAY. 
 

 ̧ SKIP MODE (SKIP UP /SKIP DOWN ) 
1. DURING PLAY OR PAUSE MODE, IF THE SKIP UP  BUTTON (17) IS PRESSED, THE SYSTEM WILL SKIP TO THE 

NEXT TRACK AND DISPLAY THE TRACK NUMBER ï THE CD WILL CARRY ON PLAYING THAT TRACK OR STAY IN 
PAUSE MODE. 
 

2. DURING PLAY OR PAUSE MODE, IF THE SKIP DOWN  BUTTON (17) IS PRESSED, THE SYSTEM WILL SKIP BACK 
TO THE BEGINNING OF THE TRACK THAT IS PLAYING.  THE SAME TRACK NUMBER IS DISPLAYED AND 

CONTINUES PLAYING OR STAYS IN PAUSE MODE. 
 

3. AFTER STEP 2, PRESS THE SKIP DOWN  BUTTON (17) AGAIN, THE SYSTEM WILL SKIP TO THE PREVIOUS 
TRACK AND PLAY THAT TRACK OR STAY IN PAUSE MODE, UNTIL PLAY/PAUSE IS PRESSED. 
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 ̧ REPEAT MODE - REPEAT PLAY FOR CD 
THIS FUNCTION ALLOWS YOU TO LISTEN TO SELECTED TRACKS REPEATEDLY. 
PRESS THE ñREPEATò BUTTON (5) (OR ON REMOTE) BEFORE OR DURING PLAYBACK OF A CD ON CD I , AND A SINGLE 

TRACK OR ALL TRACKS CAN BE PLAYED AS FOLLOWS: 
                 

(2) REPEAT ALL TRACKS  (3) OFF (1) REPEAT 1 TRACK  
  
      

  
INDICATOR 

PLAY MODE  ON LCD DISPLAY    

REPEAT 1 TRACK      

REPEAT ALL    
OFF MODE   -------------- 
 

CD DISC PROGRAMMING OF CD I   
UP TO 20 TRACKS CAN BE PROGRAMMED FOR CD AND PLAY IN ANY ORDER.  BEFORE PROGRAMMING, MAKE SURE 

THE SYSTEM IS IN ñSTOPò MODE (16): 
 

1. PRESS THE ñCD I  /AUX ñ FUNCTION BUTTON - MAKE SURE THE CD IS NOT PLAYING. 

2. PRESS THE ñPROGRAMò BUTTON (18), ñ MEM. ñ WILL APPEAR ON THE LCD DISPLAY & FLASH (2).  

3. SELECT THE TRACK YOU WISH TO PLAY BY PRESSING THE SKIP  OR  BUTTONS (17). 

4. PRESS THE ñ PROGRAM ò BUTTON (18) AGAIN TO STORE THE TRACK INTO MEMORY. 

5. REPEAT STEPS 3 & 4 TO ENTER ADDITIONAL TRACKS INTO MEMORY IF WISHED. 

6. WHEN ALL THE SELECTED TRACKS HAVE BEEN PROGRAMMED, PRESS THE CD ñ PLAY/PAUSE ò BUTTON (15) 

TO PLAY THE TRACKS ON THE DISC IN THE ASSIGNED ORDER. 

7. TO CANCEL THE PROGRAMMED FILES, PRESS THE ñ STOP  ò BUTTON ONCE UNTIL THE PROGRAM INDICATOR 

ñ MEM. ñ HAS DISAPPEARED FROM THE LCD DISPLAY (2). 

 

IMPORTANT NOTES: 
- BEFORE OPENING THE CD DOOR OF EITHER CD I  OR CD II , PRESS ñSTOPò TO MAKE SURE THE CD HAS 

STOPPED PLAYING ï PLEASE NOTE THAT ALL PROGRAMMING WILL BE CANCELLED. 
- MAKE SURE THE CD DOOR OF EITHER CD I  OR CD II  IS CLOSED, BEFORE SWITCHING TO ANOTHER FUNCTION 

MODE. 
 

PLAYING COMPACT DISCS AT CD II  

THE BASIC OPERATION OF CD II  IS THE SAME AS FOR CD I , EXCEPT FOR THE FOLLOWING DIFFERENCES: 

 

 ̧ SKIP DOWN  
- THE SYSTEM WILL GO TO THE PREVIOUS TRACK ONLY WHEN THE SKIP DOWN  BUTTON (17) IS PRESSED 

DURING PLAY OR WHEN THE CD HAS STOPPED. 
 

 ̧ RANDOM PLAY MODE (ONLY BY REMOTE CONTROL) 
- WITH A CD IN THE TRAY, PRESS THE RANDOM BUTTON ON THE REMOTE CONTROL, THIS WILL ACTIVATE 

ñSHUFFLEò PLAY AND THE ñRANDOMò INDICATOR ñ RAN ñ WILL SHOW ON THE LCD DISPLAY (2).  PRESS PLAY TO 
START PLAYING THE TRACKS IN RANDOM ORDER. 

 

 ̧ CD DISC PROGRAMMING/DELETING (BY REMOTE CONTROL) 
- UP TO 32 TRACKS CAN BE PROGRAMMED IN CD II  MODE, PROGRAMMING AS DESCRIBED FOR CD I . 

- AFTER PROGRAM PLAY YOU CAN DELETE THE PROGRAMMED TRACKS FROM THE LAST TO THE FIRST ONE BY 
PRESSING THE ñ CLEAR ñ BUTTON ON THE REMOTE CONTROL IN SUCCESSION.  THIS FUNCTION ALLOWS YOU 

TO RE-PROGRAM THE MEMORY FROM THE MIDDLE IF NECESSARY. 
 

RECORDING FUNCTION OF CD II  

APART FROM THE CD PLAYBACK FUNCTION, CD II  ALSO HAS A CD RECORDING FUNCTION FROM PHONO, TAPE OR 
CD I  / AUX.  ALL THE RECORDED TRACKS WILL BE STORED IN ñ AUDIO CD ñ FORMAT: 

 
BEFORE STARTING, OPEN THE CD II  RECORDER DRAWER (28) p  AND PLACE A BLANK ñCD-Rò OR ñCD-RWò DISC* IN 

THE TRAY, WITH THE PRINTED SIDE FACING UP.  CLOSE THE DRAWER.  *YOU CAN ONLY RECORD ONTO A DISC IF 
THE LCD DISPLAY SHOWS THE ñNO TOCò INDICATOR.  PLEASE ALSO SEE NOTE f. ON PAGE E-7. 
 
NOTES: 

A ñCD-Rò DISC CAN BE RECORDED ON ONLY ONCE AND CANNOT BE ERASED OR RE-RECORDED. 
THE PLAYBACK QUALITY OF EITHER ñCD-Rò OR ñCD-RWò DISC MAY DIFFER WHEN PLAYED ON ONE AUDIO CD PLAYER 
DEVICE OR ANOTHER. 
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IMPORTANT NOTICES:- 
- THE REVOLVING SPEED OF CD II  (CD BURNER) IS HIGHER THAN THE NORMAL CD MECHANISM. THUS, SOME 

MECHANICAL NOISE AND VIBRATION OF THE UNIT CABINET MAY OCCUR DURING OPERATION.  THIS IS NOT A 
MALFUNCTION OF THE SYSTEM. 

- DUE TO VARIANCES IN THE QUALITY AND COMPATIBILITY OF CD-R(W) DISCS ON GENERAL SALE, PLEASE 
CHANGE TO ANOTHER BRAND IF YOU FIND YOU CANNOT RECORD ONTO THE ONE YOU ARE USING, OR IF THE 
PERFORMANCE IS NOT CONSISTENT. 

-  

A) RECORDING MODE 
BEFORE COMMENCING RECORDING, PLACE A BLANK RECORDABLE COMPACT DISC IN THE CD II  TRAY. 

WE RECOMMEND GOOD QUALITY JAPANESE BRANDS, SUCH AS ñSONY/FUJI/TDK OR PHILIPS/MAXELLò. 
 

I )  CD RECORDING 
i)   MANUAL RECORDING 
1) PRESS THE ñCD I  /AUX ñ FUNCTION BUTTON (32). 
2) PLACE THE PRE-RECORDED MUSIC CD INSIDE THE CD I  COMPARTMENT BUT DO NOT PRESS ñPLAYò. 
3) SET THE ñ AUTO/MANUAL ñ  FUNCTION. (PLEASE REFER TO PART B-II ).  MANUAL IS RECOMMENDED. 

4) PRESS THE ñREC  ñ BUTTON (20) AND THEN THE CD ñ PLAY/PAUSE  ò BUTTON (29) OF CD II  UNTIL THE PLAY 

INDICATOR ñ  ñ SHOWS ON THE LCD DISPLAY (2). 
5) AFTER A FEW SECONDS, THE LCD (2) WILL SHOW THE TIME COUNTER - THE SYSTEM IS NOW STARTING THE 

RECORDING PROCESS.  NOW START PLAYBACK OF THE CD IN CD I . 

6) AFTER RECORDING HAS FINISHED, PRESS THE CD II  ñ STOP  ò BUTTON (30) AND THEN STOP PLAYBACK OF 
THE DISC IN CD I . 

 
NOTE:  IF YOU WISH TO PLAY THE RECORDED DISC IN ANOTHER AUDIO SYSTEM, YOU WILL NEED TO ñFINALIZEò 
THE DISC, I.E. CONVERT IT INTO A STANDARD CD - SEE PAGE E-7, B III . 

 
II )   PROGRAMMED ENCODING 
1) PRESS THE ñCD I  /AUX ñFUNCTION (32) BUTTON. 
2) PLACE THE RECORDED MUSIC CD INSIDE THE CD I  COMPARTMENT BUT DO NOT PRESS ñPLAYò. 
3) SELECT THE DESIRED TRACKS BY FOLLOWING THE ñ CD DISC PROGRAMMING ñ PROCEDURES. 
4) REPEAT THE SAME PROCEDURE FROM STEP 3 TO 6 DESCRIBED IN PART A-I -i ABOVE (MANUAL RECORDING) TO 

COMPLETE THE RECORDING. 
 

II )  VINYL RECORDING (FROM PHONO) 
1) PRESS THE ñPHONOò FUNCTION BUTTON (32). 
2) PLACE THE RECORD TO BE RECORDED ON THE TURNTABLE AND GET READY FOR PLAYBACK AS DESCRIBED 

PREVIOUSLY. 

3) PRESS ñREC  ñ BUTTON (20) AND THEN THE CD II  ñ PLAY/PAUSE  ò BUTTON (29) UNTIL THE PLAY INDICATOR 

ñ  ñ SHOWS ON THE LCD DISPLAY (2). 
4) AFTER A FEW SECONDS, THE LCD (2) WILL DISPLAY THE TIME COUNTER AND THE SYSTEM WILL START THE 

RECORDING PROCESS.  NOW START PLAYBACK OF THE VINYL RECORD. 
5) IF YOU WISH TO SEPARATE THE TRACKS, MANUALLY PRESS THE  BUTTON AFTER EACH TRACK. (PLEASE 

REFER TO PART B-II ) 

6) WHEN FINISHED RECORDING, PRESS THE CD II  ñ STOP  ò BUTTON (30) - THEN STOP THE RECORD PLAYING. 

 

II I )  RECORDING FROM CASSETTE TAPE 
1) PRESS THE ñTAPEò FUNCTION BUTTON (32). 
2) GET THE TAPE READY FOR PLAYBACK AS DESCRIBED PREVIOUSLY. 

3) PRESS ñREC  ñ BUTTON (20) AND THEN THE CD II  ñ PLAY/PAUSE  ò BUTTON (29) UNTIL THE PLAY INDICATOR 

ñ  ñ SHOWS ON THE LCD DISPLAY (2). 
4) AFTER A FEW SECONDS, THE LCD (2) WILL SHOW THE TIME COUNTER AND THE SYSTEM WILL START THE 

RECORDING PROCESS.  NOW START PLAYBACK OF THE CASSETTE TRACK(S) YOU WISH TO RECORD. 
5) IF YOU WISH TO SEPARATE THE TRACKS, MANUALLY PRESS THE  BUTTON AFTER EACH TRACK. (PLEASE 

REFER TO PART B-II ) 

6) WHEN FINISHED RECORDING, PRESS THE CD II  ñ STOP  ò BUTTON (30) - THEN STOP THE CASSETTE TAPE. 

 

IV )  AUX-IN RECORDING 
1) PRESS THE ñCD I  /AUX ñFUNCTION (32) BUTTON.   

2) CONNECT AN EXTERNAL AUDIO DEVICE (SUCH AS AN MP3 OR PORTABLE CD PLAYER, ETC. - NOT SUPPLIED) TO 
THE 3.5MM DIA. AUX-IN JACK (10) BY INSERTING THE 3.5 MM DIA. PLUG OF ITS HEADPHONE CONNECTING 
CABLE. 

3) REPEAT THE SAME PROCEDURE AS DESCRIBED IN STEPS 3 TO 6 OF PREVIOUS SECTIONS. 
4) ADJUST THE VOLUME LEVEL OF THE CONNECTED DEVICE IF THE RECORDING LEVEL IS TOO HIGH.  

  
NOTES: 

- THE RECORDING SPEED IS 1:1 AND ACCORDING TO THE ACTUAL PLAYING TIME OF THE PLAYING SOURCE 
- TO SUSPEND THE RECORDING PROCESS, PRESS THE CD II  ñ PLAY/PAUSE  ò BUTTON (29), ñbUSYñ BRIEFLY 

APPEARS ON THE LCD DISPLAY AND THE RECORDING WILL PAUSE.  TO RESTART, PRESS THE ñ PLAY/PAUSE 

 ò BUTTON (29) AGAIN. 
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B) RECORDING SETTINGS 
 

I ) RECORDING LEVEL  
THE PRESET RECORDING LEVEL OF THE SYSTEM IS LOWER THAN THAT OF THE ORIGINAL MUSIC SOURCE IN 
ORDER TO AVOID DISTORTION DURING RECORDING. 
 

II ) AUTO(MATIC) OR MANUAL TRACK SEPARATION (ñ ñ) 
WHILE RECORDING, YOU CAN SEPARATE THE MUSIC TRACKS TO BE RECORDED FROM CD/AUX IN EITHER ñAUTO 
MODEò OR ñMANUAL MODEò, AND FROM TAPE OR VINYL IN MANUAL MODE. 
 
NOTE:  AUTO MODE IS NOT SUCCESSFUL WHEN RECORDING FROM VINYL OR CASSETTE. 

TO MAKE SURE THE TRACKS ARE SEPARATED CORRECTLY, IT IS RECOMMENDED YOU USE MANUAL MODE INSTEAD 
FOR THESE TWO FUNCTIONS.. 
 

a) AUTO MODE 
PRESS THE ñ AUTO/MANUAL ñ BUTTON (4) WHEN PREPARING TO RECORD, THE LCD (2) WILL SHOW -20db , -30db, 
-40db AND ñ ---- ñ REPEATEDLY. 
WHEN THE RECORDING SOUND LEVEL HAS DROPPED BELOW -20 / -30 / -40db (RECORDING SIGNAL), WHEN THE 
CURRENT TRACK ENDS A NEW TRACK WILL BE GENERATED AND THE RECORDING WILL CONTINUE AUTOMATICALLY. 
 
NOTES: 

- IT IS RECOMMENDED A LOWER RECORDING LEVEL IS SET FOR A MUSIC SOURCE THAT PRODUCES CLEARER 
SOUND, SUCH AS FROM AUX, E.G. AN MP3 PLAYER.  THE SOUND VOLUME LEVEL HAS TO BE ADJUSTED VIA THE 
CONTROLS OF THE CONNECTED DEVICE ITSELF. 

- ñ20db OR ï 30db ñ ï FOR RECORDING FROM AUX-IN WITH DIGITAL MUSIC SOURCE. 
 

THE ABOVE IS JUST A RECOMMENDATION.  THE ACTUAL PERFORMANCE VARIES AND DEPENDS ON THE 
DIFFERENT MUSIC SOURCES.  IF THE CUT-OFF POINT IS INVARIABLY MISJUDGED FOR A CERTAIN MUSIC FILE, USE 
MANUAL MODE INSTEAD TO CREATE A SEPARATE TRACK. 
 

b) MANUAL MODE 
WHEN YOU PRESS THE ñ TRACK SEPARATION ñ  ñ BUTTON (19) AFTER RECORDING A TRACK (IN ANY FUNCTION), 
THE SYSTEM WILL GENERATE A NEW TRACK AND THEN CONTINUE RECORDING THE NEXT TRACK.  THE WORD 
ñ bUSY ñ BRIEFLY SHOWS ON THE LCD DISPLAY (2), WHEN THE UNIT IS SUCCESSFULLY CREATING A NEW TRACK. 
 

II I ) FINALIZING A CD-R OR CD-RW DISC 
AFTER RECORDING A DISC, IT CAN BE PLAYED BACK IN CD II , BUT BEFORE YOU CAN PLAY IT IN ANOTHER AUDIO CD 
PLAYER (INCLUDING CD I  ON THIS UNIT), YOU MUST CONVERT THE CD-R(W) DISC INTO A STANDARD AUDIO CD.  

THIS PROCESS IS KNOWN AS ñFINALIZINGò AND A TABLE OF CONTENTS (TOC) WILL BE WRITTEN ON THE CD AT THE 
SAME TIME: 
 
1. PRESS THE ñ CD IIò (32) FUNCTION BUTTON AND PLACE THE CD-R(W) DISC YOU ARE GOING TO FINALIZE INTO 

THE TRAY. 
2. PRESS THE ñFINALIZEò BUTTON (6) WHILE IN ñSTOPò MODE.  ñ FiN-d ñ APPEARS ON THE LCD DISPLAY (2). (IF YOU 

WISH TO QUIT THE ñFINALIZEò MODE, PRESS THE ñ STOP  ò BUTTON). 

3. PRESS THE ñ PLAY/PAUSE  ò BUTTON (15) TO START FINALIZING - THE LCD (2) WILL DISPLAY ñ bUSYñ 
DURING THIS PROCESS.  NOTE: IT IS NOT UNUSUAL FOR THE FINALIZING PROCESS TO TAKE UP TO AN HOUR! 

4. AFTER THE DISC HAS BEEN FINALIZED, THE CD DOOR WILL OPEN AUTOMATICALLY AND THE ñNO 
TOCñ INDICATOR WILL DISAPPEAR FROM THE LCD DISPLAY (2).  

 

NOTES: 
a. THE TIME IT TAKES TO FINALIZE DEPENDS ON THE CONTENTS OF THE RECORDING AND IT MAY TAKE FROM 15 

MINUTES UP TO AN HOUR IN SOME INSTANCES. 
b. DURING THE FINALIZING PROCESS THE FUNCTION BUTTONS WILL NOT WORK. 
c. NEVER TURN OFF THE POWER OR UNPLUG THE POWER CORD DURING THE FINALIZING PROCESS. 
d. A ñCD-Rò DISC CANNOT BE RECORDED ON AGAIN AFTER FINALIZING. 
e. ALTHOUGH A FINALIZED ñCD-Rò DISC MAY BE PLAYED ON ORDINARY CD PLAYERS, REMEMBER THAT A 

FINALIZED ñCD-RWò DISC MAY NOT ALWAYS PLAY ON ORDINARY CD PLAYERS. 
f. NOT ALL CD-R OR CD-RW DISCS GENERALLY ON SALE WILL BE COMPATIBLE WITH THIS SYSTEM, DUE TO 

DIFFERENCES IN THEIR MANUFACTURE.  IF YOU FIND THE QUALITY OF THE RECORDING UNSATISFACTORY, 
THIS IS NOT A MALFUNCTION OF THE SYSTEM.  PLEASE TRY USING A DISC OF A DIFFERENT BRAND.  PLEASE 
REFER TO A. RECORDING MODE SECTION. 

 

IV) ERASING OR UN-FINALIZING A ñCD-RWò DISC 
IT IS POSSIBLE TO ERASE THE LAST RECORDED TRACK OR ERASE A COMPLETE RECORDED DISC (ñCD-RWò ONLY). 
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a) ERASING ONE TRACK  
1. PRESS THE ñCD IIò FUNCTION BUTTON AND PLACE THE ñCD-RWò DISC WITH THE TRACK YOU WOULD LIKE TO 

ERASE OR DELETE IN THE CD DRAWER. 
2. PRESS THE ñ ERASE ñ BUTTON (3) WHILE THE CD IS NOT PLAYING & WAIT UNTIL ñ bUSYñ DISAPPEARS FROM THE 

LCD DISPLAY (2).  THIS WILL TAKE SEVERAL MINUTES. 

3. PRESS THE ñ PLAY/PAUSE  ò BUTTON (15) TO START ERASING THE LAST TRACK. 
4. REPEAT STEPS 2 AND 3 TO CONTINUE ERASING MORE TRACKS. 

5. IF YOU WISH TO QUIT THE ERASE MODE, PRESS THE ñ STOP  ò BUTTON. 
 
b) ERASING ALL TRACKS 
1. PRESS THE ñCD IIò FUNCTION BUTTON AND PLACE THE ñCD-RWò DISC, FROM WHICH YOU WISH TO DELETE ALL 

TRACKS, IN THE CD DRAWER. 
2. PRESS AND HOLD THE ñ ERASE ñ BUTTON (3) WHILE THE CD IS STOPPED AND WAIT UNTIL ñErase Allñ APPEARS ON 

THE LCD DISPLAY (2). 

3. PRESS THE ñ PLAY/PAUSE  ò BUTTON (15) TO START ERASING.  THIS WILL TAKE SEVERAL MINUTES. 
4. THE LCD (2) WILL SHOW ñ 0000000 ñ TO CONFIRM THE ERASE PROCESS IS COMPLETE AND THE DISC IS EMPTY. 

 

NOTES: 
- THE ABOVE OPERATION CANNOT BE UNDONE ï THE TRACKS ON THE DISC WILL BE PERMANENTLY DELETED. 
- YOU CANNOT ERASE A ñCD-RWò DISC COPIED ON ANOTHER SYSTEM TRACK BY TRACK (a) ON THIS UNIT, BUT 

ñERASING ALL TRACKSò (b) MAY BE POSSIBLE. 
 

LINE OUT CONNECTION 

YOU CAN CONNECT THE SYSTEM TO ANOTHER HI-FI SYSTEM YOU MAY HAVE BY CONNECTING THE LINE OUT 
SOCKET (38) TO THE AUXILIARY INPUT SOCKET OF THE OTHER UNIT VIA AN RCA CABLE (NOT PROVIDED). 
 

AUX-IN CONNECTION 

CONNECT ANOTHER AUDIO DEVICE, E.G. A (PORTABLE) CD PLAYER, MP3 PLAYER, (PORTABLE) CASSETTE PLAYER, 
ETC. TO THIS SYSTEM VIA A CORD WITH 3.5MM DIA JACK PLUGS. 
CONNECT ONE END OF THIS CORD TO THE 3.5MM DIA. HEADPHONE JACK ON THE EXTERNAL DEVICE AND THE 
OTHER END TO THE AUX-IN JACK (10) ON THE FRONT PANEL OF THE UNIT.  
WHEN CONNECTED TO THIS SYSTEM IN THIS WAY IT IS POSSIBLE TO PLAY BACK OR RECORD THE MUSIC ON THE 
CONNECTED DEVICE TO A CD-R OR CD-RW (REFER TO IV) AUX-IN RECORDING IN PREVIOUS SECTION). 

 

REMOTE CONTROL TRANSMITTER 
BATTERY INSTALLATION (BATTERIES NOT SUPPLIED).  
THE INFRA-RED TRANSMITTER REQUIRES 2 x 1.5V/óAAAô SIZE BATTERY FOR OPERATION. 
 

BUTTON DESCRIPTION 

 

 

 

 

 

 

 

 

 

 

 

 

ONLY FOR CD II  FUNCTION (1-7, 10-14, 16) 

1) REPEAT IN CD MODE, PRESS TO ACTIVATE REPEAT PLAY FUNCTION 
 

2) PLAY/PAUSE  IN CD MODE, PRESS ONCE TO START PLAYBACK. 
PRESS AGAIN TO ENTER PAUSE MODE. 

 

3) SKIP UP /DOWN  PRESS TO SELECT PREVIOUS / NEXT TRACKS IN CD MODE. 
 

4) STOP  IN CD MODE, PRESS TO STOP PLAYBACK. 
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5) ERASE PRESS TO ERASE OR UNFINALIZE A ñCD-RWò DISC. 
 
 

6) AUTO/MANUAL IN CD RECORDING MODE, PRESS TO SELECT AUTO OR MANUAL ñ ñ FUNCTION. 
 

7) REC   PRESS TO ACTIVATE CD RECORDING FUNCTION AT CD II . 
 

10) DISPLAY PRESS TO CHANGE THE CD PLAYBACK INFORMATION ON LCD DISPLAY. 
 

11) RANDOM IN CD MODE, PRESS TO ACTIVATE RANDOM PLAY FUNCTION. 
 

12) PROGRAM  IN CD MODE, PRESS TO ACTIVATE PROGRAMMING FUNCTION. 
 

13) FINALIZE PRESS TO FINALIZE THE CD-R(W) DISC AFTER RECORDING. 
 

14) TRACK SEPARATION ñ ñ IN RECORDING MODE, PRESS TO SWITCH ñ ñ ON OR OFF. 
 

16) CLEAR     PRESS TO CLEAR THE PROGRAMMED TRACKS. 
 

GENERAL FUNCTION (8, 9, 15) 
 
8) VOLUME CONTROL PRESS TO ADJUST THE VOLUME LEVEL UP AND DOWN. 
 

9) REC  LEVEL CONTROL PRESS TO ADJUST THE CD RECORDING LEVEL UP AND DOWN. 
 

15) MUTE     PRESS TO ACTIVATE MUTE FUNCTION. 
 
 

EXCLUSIVE FUNCTION FOR CD I  (17) 

 

- PLAY/PAUSE  PRESS ONCE TO START PLAYBACK. PRESS AGAIN TO ENTER PAUSE MODE. 
 

- SKIP UP /DOWN  PRESS TO SELECT PREVIOUS / NEXT TRACKS IN PLAYBACK MODE. 
 

- STOP  PRESS TO STOP PLAYBACK OR CANCEL THE STORED PROGRAM. 
 

- REPEAT PRESS TO ACTIVATE REPEAT PLAY FUNCTION. 
 

- PROGRAM PRESS TO ACTIVATE CD PROGRAMMING FUNCTION. 
 
_______________________________________________________________________________________________ 
 

SPECIFICATIONS 
 
Frequency Range :  AM 540 ï 1600 kHz  

:  FM 88 ï 108 MHz 
Antenna :  External FM Wire Antenna 
Speaker Max Output :  5W 
Speaker Ohms :  4 Ý 
Speakers :  2 x 2W 
Output Wattage  :  2W per Channel RMS 
Power Source :  230V AC Mains ~ 50Hz 
 :  Batteries for Remote Transmitter - 2 x 'AAAô /1.5V (not supplied) 
Aux-in :  3.5mm dia. Jack (Aux-in Cord supplied) 
Accessory supplied :  Remote Control Handset; 45rpm Spindle Adaptor; Aux-in Cord 
 
Steepletone Lo-call Helpline :  08457 ï 585 681 
 
 

INSTRUCTIONS ON ENVIRONMENT PROTECTION 

DO NOT DISPOSE OF THIS PRODUCT IN THE USUAL HOUSEHOLD WASTE AT THE END OF ITS LIFECYCLE, HAND IT 

OVER AT A COLLECTION POINT FOR THE RECYCLING OF ELECTRICAL AND ELECTRONIC APPLIANCES. THE SYMBOL 

ON THE PRODUCT, THE INSTRUCTIONS FOR USE OR THE PACKING WILL INFORM THEM ABOUT THE METHODS FOR 

DISPOSAL.  THE MATERIALS ARE RECYCLABLE AS INDICATED BY THE SYMBOL ON THE LEFT. 

BY RECYCLING, MATERIAL RECYCLING OR OTHER FORMS OF RE-UTILIZATION OF OLD APPLIANCES, YOU ARE 

MAKING AN IMPORTANT CONTRIBUTION TO PROTECT OUR ENVIRONMENT.  PLEASE CONTACT YOUR LOCAL 

COUNCIL FOR THE AUTHORIZED DISPOSAL LOCATION AND RECYCLING FACILITIES. 
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